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MGW050 Technical Description
Manual Gripper Changing System

MGW080

MGW100

MGW125

MGW160

1

2

 Manual Gripper Changing System Ø63…                                 

drilled acc. to ISO, upper part, Al, anodized

drilled acc. to ISO, upper part, E-Mounting,  Al, anodized 

drilled acc. to ISO, upper part, E-Mounting,  steel, nitrated

drilled acc. to ISO, upper part, steel, nitrated

drilled acc. to ISO, upper part, VA

 Description drilled acc. to ISO, lower part, Al, anodized

drilled acc. to ISO, lower part, E-Mounting,  Al, anodized 

drilled acc. to ISO, lower part, E-Mounting,  steel, nitrated

drilled acc. to ISO, lower part, steel, nitrated

drilled acc. to ISO, lower part, VA

Replacement semi-cylindrical bolt…

for MGW063 

for MGW063, out off VA

Replacement hand lever

  for MGW063 

TD-MGW063-DE 10/2016 GRIP GmbH Handhabungstechnik Phone: +49 231-96450-01  www.grip-gmbh.com  info@grip-gmbh.com

8 Lower part EG-MGW063-HH

6 Spring locking pin EG-MGW063-HB-VA

Hand Lever

4  Index pin

7 Setscrew

EG-MGW063-HB5 Cylinder bolt

Pos. Upper part G-MGW063-2UE

1 Upper Part G-MGW063-2UEN

2  Hand lever

3

G-MGW063-2OEN                              

Mass [kg]
upper part

lower part

0,26

G-MGW063-2O-N

G-MGW063-2O

0 - 6

20

63 x 32

134

80

Recommended load [kg]

Locking moment VM [Nm]

Locking stroke VH [mm]

External diameter x Height [mm]

Pitch circle diameter [mm]

Repeatability +/- [mm]

 Torsion Mz [Nm]

Bend Mx, My [Nm]

Tension Fz [N]

Compressive -Fz [kN]

MGW063

Technical specifications

Basic material

MGW063

Al. anod. VA St, nitrated

Operating mode:

By roaiting the semi-cylindrical bolt by 180° the upper part (1) and

 the lower part (2) are braced in a form-closed manner

Advantages:

Withstands high loads with low dead weight

locking stroke

Interface acc. to DIN EN ISO 9409-1

0,02

G-MGW063-2U-N

50

G-MGW063-2O-V

1.800

89 178

105

70

Can be released and closed with one handle

 High repeatability +/- 0.02 mm

 Resilient locking pin secures hand lever against independent releasing

Optional connection of a power coupling MEK for electr. and pneum. 

Implementations

holds up to 5.000 changing cycles 

During locking, the lower part is pulled around the

900 1.500

22

G-MGW063-2U-V

G-MGW063-2OE

G-MGW063-2U

60

0,23

16

100 115

1,5 - 5 3 - 8

0,48

0,08

SEK 電氣換模快速連接器

Feed Regulation-Electric-Coupling

SEK 電氣換模連接器 
Feed Regulation-Electric-Coupling
● 規格 : 3種  

● SEK�過換模系統�機械連接自動耦合���

● 5�000次�換週期壽命

● 替換其他連接器

● 2D�3D提�

● 可以直接使用在自己設計�設備�

上海馥耀氣動科技有限公司         e-mail: info@acedanyao.com       www.acedanyao.com          
Room 711, Building 1, No.1-9, Lane 99, Shenmei Road, Pudong New District,Shanghai 201318, CHINA     Tel:+86-21-6819-8501~2    Fax:+86-21-6819-8503
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Technical Description
Feed Regulator-Electric-Coupling

SEK125

SEK160

1

2

TD-SEK100-EN 10/2016 GRIP GmbH Handhabungstechnik  Phone: +49 231-96450-01   www.grip-gmbh.com   info@grip-gmbh.com

12  Insulating body with bushings

13  Cable on gripper side

 Basic material Al, anod.

4  Insulating body with pins

5  O-Ring

 holds up to 50.000 changing cycles  

 individual wiring

 Coding of the interchange parts

Technical specifications SEK100

 Mechanical and electric connections are established simultaneously.

SEK100

Operating mode:

 The SEK-upper part is mounted on the SHW-lower part. The SEK-lower 

 part appropriate on the SHW-lower part. The SEK is  coupled auto-

  matically by the mechanical connection of the exchange system.

Advantages:

 upper part, electrical plug, 12-pole,

Feed Regulator-Electric-Coupling Ø100…                                 

G-SEK100-O-1E12-300-M12

6  Cylindrical pin

 Cable L=300mm, plug M12x1-12 pole

7  Mounting screw

8  Screw for Cap

2  Cap

3  Distance bush upper part

Pos.  Bezeichnung

1  Upper part 1E

SHW 063, 080, 100

34 x 32 x 29,5

12

9

63

0,045

 lower part, electrical plug, 12-pole,

 Cable L=300mm, plug M12x1-12 pole

 Contact resistance [m ]

 Contact durability

3

50.000

0,07

G-SEK100-U-1E12-300-M12

Upper part

Lower part

9  Cable on the robot side

10  Lower part 1E

11  Distance bush lower part

 Mass [kg]

 Consistent with

 Width x depth x height [mm]

Signal ducts nE

 Rated current [A]

 Rated voltage [V]

14 15

SEK

系列

SEK100
SEK125

SEK160

Swivel
�

Energy
-Coupling

氣壓
旋轉接頭

�
氣/電

快速連接器

MGW050 Technical Description
Manual Gripper Changing System

MGW080

MGW100

MGW125

MGW160

1

2

 Manual Gripper Changing System Ø63…                                 

drilled acc. to ISO, upper part, Al, anodized

drilled acc. to ISO, upper part, E-Mounting,  Al, anodized 

drilled acc. to ISO, upper part, E-Mounting,  steel, nitrated

drilled acc. to ISO, upper part, steel, nitrated

drilled acc. to ISO, upper part, VA

 Description drilled acc. to ISO, lower part, Al, anodized

drilled acc. to ISO, lower part, E-Mounting,  Al, anodized 

drilled acc. to ISO, lower part, E-Mounting,  steel, nitrated

drilled acc. to ISO, lower part, steel, nitrated

drilled acc. to ISO, lower part, VA

Replacement semi-cylindrical bolt…

for MGW063 

for MGW063, out off VA

Replacement hand lever

  for MGW063 

TD-MGW063-DE 10/2016 GRIP GmbH Handhabungstechnik Phone: +49 231-96450-01  www.grip-gmbh.com  info@grip-gmbh.com

8 Lower part EG-MGW063-HH

6 Spring locking pin EG-MGW063-HB-VA

Hand Lever

4  Index pin

7 Setscrew

EG-MGW063-HB5 Cylinder bolt

Pos. Upper part G-MGW063-2UE

1 Upper Part G-MGW063-2UEN

2  Hand lever

3

G-MGW063-2OEN                              

Mass [kg]
upper part

lower part

0,26

G-MGW063-2O-N

G-MGW063-2O

0 - 6

20

63 x 32

134

80

Recommended load [kg]

Locking moment VM [Nm]

Locking stroke VH [mm]

External diameter x Height [mm]

Pitch circle diameter [mm]

Repeatability +/- [mm]

 Torsion Mz [Nm]

Bend Mx, My [Nm]

Tension Fz [N]

Compressive -Fz [kN]

MGW063

Technical specifications

Basic material

MGW063

Al. anod. VA St, nitrated

Operating mode:

By roaiting the semi-cylindrical bolt by 180° the upper part (1) and

 the lower part (2) are braced in a form-closed manner

Advantages:

Withstands high loads with low dead weight

locking stroke

Interface acc. to DIN EN ISO 9409-1

0,02

G-MGW063-2U-N

50

G-MGW063-2O-V

1.800

89 178

105

70

Can be released and closed with one handle

 High repeatability +/- 0.02 mm

 Resilient locking pin secures hand lever against independent releasing

Optional connection of a power coupling MEK for electr. and pneum. 

Implementations

holds up to 5.000 changing cycles 

During locking, the lower part is pulled around the

900 1.500

22

G-MGW063-2U-V

G-MGW063-2OE

G-MGW063-2U

60

0,23

16

100 115

1,5 - 5 3 - 8

0,48

0,08

SEK 電氣換模快速連接器

Feed Regulation-Electric-Coupling
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        www.acedanyao.com            e-mail: info@acedanyao.com           上海馥耀氣動科技有限公司
Room 711, Building 1, No.1-9, Lane 99, Shenmei Road, Pudong New District,Shanghai 201318, CHINA    Tel:+86-21-6819-8501~2   Fax:+86-21-6819-8503
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SEK100 Technical Description
Feed Regulator-Electric-Coupling

SEK160

1

2

TD-SEK125-EN 10/2016 GRIP GmbH Handhabungstechnik  Phone: +49 231-96450-01   www.grip-gmbh.com   info@grip-gmbh.com

13  Cable on gripper side

 Basic material Al, anod.

Operating mode:

 The SEK-upper part is mounted on the SHW-lower part. The SEK-lower 

 part appropriate on the SHW-lower part. The SEK is  coupled auto-

  matically by the mechanical connection of the exchange system.

Advantages:

 Mechanical and electric connections are established simultaneously.

 holds up to 50.000 changing cycles  

 individual wiring

 Coding of the interchange parts

63

Technical specifications SEK125

 Consistent with SHW125

 Width x depth x height [mm] 44 x 32 x 29,5

 Mass [kg]
Upper part 0,095

Lower part 0,057

Signal ducts nE 12

 Rated current [A] 9

 Rated voltage [V]

Pos.  Bezeichnung

1  Upper part 1E

2  Cap

3  Distance bush upper part

 Cable on the robot side

4  Insulating body with pins

5  O-Ring

6  Cylindrical pin

7  Mounting screw

8  Screw for Cap

Feed Regulator-Electric-Coupling Ø100…                                 9

10

12

 Lower part 1E

 Cable L=300mm, plug M12x1-12 pole 11  Distance bush lower part

 Insulating body with bushings

SEK125

G-SEK125-U-1E12-300-M12
 lower part, electrical plug, 12-pole,

 Cable L=300mm, plug M12x1-12 pole

G-SEK125-O-1E12-300-M12
 upper part, electrical plug, 12-pole,

 Contact resistance [m ] 3

 Contact durability 50.000

16 17

SEK

系列

SEK100

SEK125
SEK160

Swivel
�

Energy
-Coupling

氣壓
旋轉接頭

�
氣/電

快速連接器

MGW050 Technical Description
Manual Gripper Changing System

MGW080

MGW100

MGW125

MGW160

1

2

 Manual Gripper Changing System Ø63…                                 

drilled acc. to ISO, upper part, Al, anodized

drilled acc. to ISO, upper part, E-Mounting,  Al, anodized 

drilled acc. to ISO, upper part, E-Mounting,  steel, nitrated

drilled acc. to ISO, upper part, steel, nitrated

drilled acc. to ISO, upper part, VA

 Description drilled acc. to ISO, lower part, Al, anodized

drilled acc. to ISO, lower part, E-Mounting,  Al, anodized 

drilled acc. to ISO, lower part, E-Mounting,  steel, nitrated

drilled acc. to ISO, lower part, steel, nitrated

drilled acc. to ISO, lower part, VA

Replacement semi-cylindrical bolt…

for MGW063 

for MGW063, out off VA

Replacement hand lever

  for MGW063 

TD-MGW063-DE 10/2016 GRIP GmbH Handhabungstechnik Phone: +49 231-96450-01  www.grip-gmbh.com  info@grip-gmbh.com

8 Lower part EG-MGW063-HH

6 Spring locking pin EG-MGW063-HB-VA

Hand Lever

4  Index pin

7 Setscrew

EG-MGW063-HB5 Cylinder bolt

Pos. Upper part G-MGW063-2UE

1 Upper Part G-MGW063-2UEN

2  Hand lever

3

G-MGW063-2OEN                              

Mass [kg]
upper part

lower part

0,26

G-MGW063-2O-N

G-MGW063-2O

0 - 6

20

63 x 32

134

80

Recommended load [kg]

Locking moment VM [Nm]

Locking stroke VH [mm]

External diameter x Height [mm]

Pitch circle diameter [mm]

Repeatability +/- [mm]

 Torsion Mz [Nm]

Bend Mx, My [Nm]

Tension Fz [N]

Compressive -Fz [kN]

MGW063

Technical specifications

Basic material

MGW063

Al. anod. VA St, nitrated

Operating mode:

By roaiting the semi-cylindrical bolt by 180° the upper part (1) and

 the lower part (2) are braced in a form-closed manner

Advantages:

Withstands high loads with low dead weight

locking stroke

Interface acc. to DIN EN ISO 9409-1

0,02

G-MGW063-2U-N

50

G-MGW063-2O-V

1.800

89 178

105

70

Can be released and closed with one handle

 High repeatability +/- 0.02 mm

 Resilient locking pin secures hand lever against independent releasing

Optional connection of a power coupling MEK for electr. and pneum. 

Implementations

holds up to 5.000 changing cycles 

During locking, the lower part is pulled around the

900 1.500

22

G-MGW063-2U-V

G-MGW063-2OE

G-MGW063-2U

60

0,23

16

100 115

1,5 - 5 3 - 8

0,48

0,08

SEK 電氣換模快速連接器

Feed Regulation-Electric-Coupling

上海馥耀氣動科技有限公司         e-mail: info@acedanyao.com       www.acedanyao.com          
Room 711, Building 1, No.1-9, Lane 99, Shenmei Road, Pudong New District,Shanghai 201318, CHINA     Tel:+86-21-6819-8501~2    Fax:+86-21-6819-8503
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SEK100 Technical Description

SEK125 Feed Regulator-Electric-Coupling

1

2

TD-SEK160-EN 10/2016 GRIP GmbH Handhabungstechnik  Phone: +49 231-96450-01   www.grip-gmbh.com   info@grip-gmbh.com

13  Cable on gripper side

 Basic material Al, anod.

Operating mode:

 The SEK-upper part is mounted on the SHW-lower part. The SEK-lower 

 part appropriate on the SHW-lower part. The SEK is  coupled auto-

  matically by the mechanical connection of the exchange system.

Advantages:

 Mechanical and electric connections are established simultaneously.

 holds up to 50.000 changing cycles  

 individual wiring

 Coding of the interchange parts

63

Technical specifications SEK160

 Consistent with SHW160

 Width x depth x height [mm] 50 x 34 x 31,5

 Mass [kg]
Upper part 0,12

Lower part 0,083

Signal ducts nE 12

 Rated current [A] 9

 Rated voltage [V]

Pos.  Bezeichnung

1  Upper part 1E

2  Cap

3  Distance bush upper part

 Cable on the robot side

4  Insulating body with pins

5  O-Ring

6  Cylindrical pin

7  Mounting screw

8  Screw for Cap

Feed Regulator-Electric-Coupling Ø100…                                 9

10

12

 Lower part 1E

 Cable L=300mm, plug M12x1-12 pole 11  Distance bush lower part

 Insulating body with bushings

SEK160

G-SEK160-U-1E12-300-M12
 lower part, electrical plug, 12-pole,

 Cable L=300mm, plug M12x1-12 pole

G-SEK160-O-1E12-300-M12
 upper part, electrical plug, 12-pole,

 Contact resistance [m ] 3

 Contact durability 50.000

16 17

SEK

系列

SEK100

SEK125

SEK160

Swivel
�

Energy
-Coupling

氣壓
旋轉接頭

�
氣/電

快速連接器

MGW050 Technical Description
Manual Gripper Changing System

MGW080

MGW100

MGW125

MGW160

1

2

 Manual Gripper Changing System Ø63…                                 

drilled acc. to ISO, upper part, Al, anodized

drilled acc. to ISO, upper part, E-Mounting,  Al, anodized 

drilled acc. to ISO, upper part, E-Mounting,  steel, nitrated

drilled acc. to ISO, upper part, steel, nitrated

drilled acc. to ISO, upper part, VA

 Description drilled acc. to ISO, lower part, Al, anodized

drilled acc. to ISO, lower part, E-Mounting,  Al, anodized 

drilled acc. to ISO, lower part, E-Mounting,  steel, nitrated

drilled acc. to ISO, lower part, steel, nitrated

drilled acc. to ISO, lower part, VA

Replacement semi-cylindrical bolt…

for MGW063 

for MGW063, out off VA

Replacement hand lever

  for MGW063 

TD-MGW063-DE 10/2016 GRIP GmbH Handhabungstechnik Phone: +49 231-96450-01  www.grip-gmbh.com  info@grip-gmbh.com

8 Lower part EG-MGW063-HH

6 Spring locking pin EG-MGW063-HB-VA

Hand Lever

4  Index pin

7 Setscrew

EG-MGW063-HB5 Cylinder bolt

Pos. Upper part G-MGW063-2UE

1 Upper Part G-MGW063-2UEN

2  Hand lever

3

G-MGW063-2OEN                              

Mass [kg]
upper part

lower part

0,26

G-MGW063-2O-N

G-MGW063-2O

0 - 6

20

63 x 32

134

80

Recommended load [kg]

Locking moment VM [Nm]

Locking stroke VH [mm]

External diameter x Height [mm]

Pitch circle diameter [mm]

Repeatability +/- [mm]

 Torsion Mz [Nm]

Bend Mx, My [Nm]

Tension Fz [N]

Compressive -Fz [kN]

MGW063

Technical specifications

Basic material

MGW063

Al. anod. VA St, nitrated

Operating mode:

By roaiting the semi-cylindrical bolt by 180° the upper part (1) and

 the lower part (2) are braced in a form-closed manner

Advantages:

Withstands high loads with low dead weight

locking stroke

Interface acc. to DIN EN ISO 9409-1

0,02

G-MGW063-2U-N

50

G-MGW063-2O-V

1.800

89 178

105

70

Can be released and closed with one handle

 High repeatability +/- 0.02 mm

 Resilient locking pin secures hand lever against independent releasing

Optional connection of a power coupling MEK for electr. and pneum. 

Implementations

holds up to 5.000 changing cycles 

During locking, the lower part is pulled around the

900 1.500

22

G-MGW063-2U-V

G-MGW063-2OE

G-MGW063-2U

60

0,23

16

100 115

1,5 - 5 3 - 8

0,48

0,08

SEK 電氣換模快速連接器

Feed Regulation-Electric-Coupling
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        www.acedanyao.com            e-mail: info@acedanyao.com           上海馥耀氣動科技有限公司
Room 711, Building 1, No.1-9, Lane 99, Shenmei Road, Pudong New District,Shanghai 201318, CHINA    Tel:+86-21-6819-8501~2   Fax:+86-21-6819-8503


